
Step 4 

EVERYDAY MAINTENANCE.

For daily maintenance, 
please use a neutral 
detergent such as 
water and soap and 
buff tiles with a white 
pad. Extremely heavy 

additional maintenance. 
A natural patina will occur 

and wears. Water spotting 
should be eliminated 
through ongoing 
maintenance. The use of 
proper mats at entrances 
and mopping is important 
to remove abrasive grit 
that may cause wear in 
those areas.

To limit the risk of 
breakage when taking 
the concrete mosaics out of 
their boxes, please pull 
them out 2 at a time.

The use of epoxy is NOT 
recommended for the 
installation of concrete
mosaic.

Please use white or very 
light grey grout joint 
material. These tiles 
should be installed with a 
narrow joint space.

Please refer to our online 
video for more installation 
recommendations.

Refer to the treatment code specified G in the product specifications of each item.

Step 2 

CLEANING AFTER 
INSTALLATION & JOINT GROUTING.

neutral detergent. 
Apply non-acidic 
cleaning product 
diluted with water 
(1/4 cleaning 
product, 3/4 water 
mix). Apply with a 

rubbing pad.

Rinse with clear 
water until the 
elimination of dirty 
residue.

Any residue or 
mortar should 
be removed 
immediately. Do 
not allow water 
or other liquids to 
spot on the surface 
of smooth tiles.

Let dry. Protect 
from water for 24 h.

Step 3 

PROTECTION AGAINST STAINS.

The surface must 
be clean & dry.

Seal the clean 

penetrating sealer.

Pour the sealing 
product into a 
bucket or suitable 
container.

Apply with a 
sponge or large 
paint brush until 
saturation.

Take the excess off 
with a clean cloth..

Let dry, do not set 
foot for 45 minutes.

Protect from water 
for 24 h.

Step 1

INITIAL CLEANING AND 
PRE-SEALING OF NEW AREAS.

Even though our tiles are pre-
sealed, once installed and after a 

sealing treatment. This treatment 
will ease the cleaning of the joints 

sealing process.

Apply sealer in thin layers, until the 
tiles will not soak up any more. Wipe 
excess sealer off before it dries, and 
allow the sealer to cure according 
to the manufacturer’s instructions. 
Do not use any acids or alkalines to 
clean tiles. Use a PH neutral cleaner.

Cleaning, Protection and Maintenance of Concrete Mosaic

Note for Tile Layers: 
Please check the product. We do not accept any claim after installation. For a harmonious result, open several boxes and take out the pieces at random for 
installation. We cannot guarantee the same color shade when supplying subsequent orders.
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